Optical feedback occurs when a portion of laser output is coupled back into the laser resonator. It was firstly found by King and Steward[@b1] to induce intensity modulation in laser output. This modulation period corresponded to a λ/2 optical displacement of an external feedback reflector. It was also recognized that the intensity modulation depth was comparable to that in conventional interferometer. Therefore, optical feedback effect is also called self-mixing interference. In early days, the self-mixing interferometry, which utilized the steady-state intensity of gas lasers modified by external optical feedback, achieved the measurement of distance[@b1], velocity[@b2], displacement[@b3], etc. However, for gas laser, due to its inherent nature of class-A laser, the sensitivity and dynamical response to external optical feedback is largely limited by photon lifetime of laser cavity. Thus, in such applications, it is necessary to use a cooperative mirror to reflect enough light to construct interference occurring inside laser resonator. But clearly, it is not suitable for the applications of non-cooperative measurement. The challenge is to increase the sensitivity of the laser to external feedback to overcome this defect.

One solution is then to use laser dynamics in class-B laser which are more sensitive to optical feedback than steady state changes in class-A laser. For the first time in 1979, Otsuka[@b4][@b5] reported a remarkable response of a thin-slice LiNdP~4~O~12~ (LNP) laser to Doppler-shifted optical feedback originating from a rotating ground-glass plate. By using the classical rate equations, it is concluded that the sensitivity of such a thin-slice laser to external optical feedback is proportional to the fluorescence-to-photon lifetime ratio τ/τ~p~, where τ and τ~p~ are, respectively, the fluorescence and photon lifetimes. For typical solid-state or semiconductor lasers, values of this ratio are of the order of 10^3^. While for a thin-slice solid-state laser, the value is as high as 10^6^ independently of the laser output power[@b6], which makes such lasers a promising solution for non-cooperative targets measurement. Benefiting from this unique nature of thin-slice solid-state laser, the feedback interferometry based on this type of lasers has attracted considerable attention in various kinds of metrology[@b7], including velocimetry[@b8], vibrometry[@b9], flowmetry[@b10], particle sizing[@b11], biological sensing[@b12], displacement sensing[@b13], and optical imaging[@b14][@b15], in which the thin-slice solid-state laser acts as a high-efficiency mixer oscillator and a shot-noise limited quantum detector.

Optical method is reputed to be high resolution, contact-free, and noninvasive. Thus, a lot of attention has been paid to optical techniques in noninvasive imaging of biological tissues, such as scanning confocal microscopy[@b16], diffusion photon density-wave propagation[@b17], spectral fluorescence imaging[@b18][@b19], photoacoustic tomography[@b20][@b21]. Especially, in recent years, optical coherence tomography (OCT)[@b22][@b23][@b24] has made a great progress in resolution, penetration depth, and scanning speed, and thereby has been widely used in the cross-sectional imaging of retina and teeth. However, due to the rapid decrease of the backscattering intensity when the depth increases, these methods are usually confined to measurements of a few millimeters in biological samples. More recently the self-mixing confocal surface imaging of a French coin in milk was demonstrated by Lacot[@b15], in which the de-focus effect on the intensity modulation amplitude and the resonant enhancement of the intensity modulation amplitude by tuning the frequency shift toward the relaxation oscillation frequency[@b25] were introduced. Additionally, Otsuka[@b26] performed the transmission-type of self-mixing optical CT in highly scattering medium by using the ultrahigh sensitivity of thin-slice solid-state laser to external feedback. In this report, we introduce a potential tomography technique, i.e., laser feedback (self-mixing interference) confocal tomography, which combines the ultrahigh sensitivity of class-B laser to optical feedback and axial positioning (tomography) ability of confocal microscopy. Due to the ultrahigh sensitivity of thin-slice solid-state lasers to external frequency-shifted feedback, it is possible for laser feedback confocal tomography to reach a greater depth than OCT. A series of experiments, including imaging a micro-electro-mechanical system (MEMS) device and a biological sample containing pins inserted, are carried out to initially perform its potential in the tomography of highly scattered or diffused medium.

Optical surface profilometry (especially nano-step height measurement) has the advantages of contact-free and high axial resolution. Commercial optical instruments are now widely available, and are based on various principles such as confocal microscopy[@b16], mirau phase scanning interferometry[@b27] and white-light interferometry[@b28], etc. Although phase scanning interferometry offers the highest resolution, its measurement range is limited in a non-ambiguous range of only half wavelength. Confocal or white light vertical scanning technologies have a large axial working range, but require other gauges to provide a standard. In addition, as a self-aligned highly-sensitive measurement technique, self-mixing confocal imaging based on He-Ne laser is also proposed to get the surface profile of microfabricated structures[@b29], in which it is necessary to use a piezoelectric transducer to maintain a constant distance between the laser and sample. And then, the piezoelectric transducer\'s displacement is used to reconstruct the surface profile. However, the nonlinearity and hysteresis of the piezoelectric transducer reduces drastically the accuracy of this scheme. In this report, the laser confocal feedback technology is induced to realize both the relatively large axial working range (10 μm) and high axial resolution (better than 2 nm) in surface profilometry, in which a quasi-common-path technique is used to compensate the environmental disturbance to achieve axial high resolution. Furthermore, due to its inherent ultrahigh sensitivity of thin-slice solid-state laser, it is especially suitable for the surface profilometry measurement of low reflective samples.

Results
=======

The experimental setup is schematically illustrated in [Fig. 1](#f1){ref-type="fig"}. A Nd:YAG crystal plate (ϕ5 mm × 1 mm) is employed to form a plane-parallel Fabry-Perot cavity. With coating on both surfaces, this Nd:YAG thin-slice forms a laser resonator. The left surface is coated to be antireflective at the pump wavelength of 808 nm (T \> 95%) and highly reflective (R \> 99.9%) at the lasing wavelength of 1064 nm; the right surface is coated to be 1% transmissive at the lasing wavelength. A fibre-coupled single-mode laser diode (not shown in [Fig. 1](#f1){ref-type="fig"}) with a narrow linewidth (\<0.1 nm) served as pump source, whose output was focused on the Nd:YAG crystal using a GRIN lens. The lasing threshold is P~th~ = 24 mW, and the slope efficiency is \~37%. The microchip Nd:YAG laser outputs approximately 29 mW. Given the attenuation of all components in optical path, the final power impinges on measured targets is 2--3 mW. The power fluctuation of the microchip Nd:YAG laser in 3 hours is tested as 1.26%. During the entire experiments, this microchip Nd:YAG laser works in linearly polarized TEM~00~ transverse mode and single longitudinal mode.

Laser output is divided into two parts. One part is reflected by BS1 to be detected by PD for signal demodulation. The other part passes through a pinhole to form a point source of light in confocal system. After that, the collimated laser beam (frequency ω) passes through the AOM1 (driven at 70 MHz), whose output contains 0-order (frequency ω, denoted by blue line) and -1-order (frequency ω-70 MHz, denoted by red line) diffracted beams. The distance between the two AOMs is kept short enough to ensure that both the outputs from AOM1 pass through the aperture of AOM2 (driven at 70 + Ω MHz). Simultaneously, the incident angle of the laser beam at AOM2 is carefully adjusted to ensure the generation of a +1-order diffracted beam. Then, after AOM2, two of the resulting beams, whose frequencies respectively are ω and ω + Ω, are selected as the beams of reference (denoted by blue line) and measurement (denoted by red line). The -1-order diffracted beams of AOM1 and the +1-order diffracted beams of AOM2 are combined to obtain the differential effect. That is why it is called differential frequency-shifting. The beam (ω + Ω) serves as measurement beam, which is expanded and focused onto the sample\'s surface or inner. The reflected light by the sample then returns back to laser resonator along its incoming path, constructing the feedback measurement arm. Due to the twice frequency shifting in a roundtrip, the feedback measurement beam is frequency shifted by 2Ω compared with that inside the laser cavity. And then, it produces a 2Ω-frequency intensity modulation I~m~(2Ω). The reference beam ω (denoted by blue line) is reflected by M~r~ back to laser resonator along or parallel to the path of the measurement beam (as illustrated in [Fig. 1](#f1){ref-type="fig"}), constructing the feedback reference arm. Because of only once frequency shifting in a return trip, the feedback reference beam is frequency shifted by Ω compared with that inside the laser cavity. And then, it produces a Ω-frequency intensity modulation I~r~(Ω). As to the measurement arm and reference arm, their optical paths between the laser and AOM2 are nearly the same. Thus, the environmental disturbances these two arms subjected are considered to be also the same. Consequently, the phase change in reference arm can be used to compensate that in measurement arm to remove the dead path error between the laser and AOMs. That is the principle of quasi-common-path interferometer reported by Wan from our group in 2007[@b13]. In this report, this principle is also introduced in nano-step height measurement to achieve high axial accuracy at nanometer level.

An objective with a working distance of 20.4 mm and NA = 0.42 is located on a stage to realize a large scanning in vertical direction. The two-dimensional stage ST can move in the X-Y plane to achieve cross-sectional imaging.

In the tomography, the reference mirror M~r~ is removed. Therefore, only the intensity modulation I~m~(2Ω) can be obtained from the photodetector PD, as illustrated in [Fig. 1](#f1){ref-type="fig"}. By demodulating the I~m~(2Ω), only the amplitude information (*A*) can be gained, while the phase information (*ϕ*~m~) is interrupted due to the discontinuous interface of the sample\'s inner structure. And then, this amplitude (*A*) is used to represent the internal structure in measured samples such as MEMS devices or biological tissues. Once the amplitude (*A*) of the intensity modulation is detected, it means a distinctive internal structure exists in the samples.

While, in nano-step height measurement of sample\'s surface, the reference mirror M~r~ is added. Thus, both the intensity modulations I~m~(2Ω) and I~r~(Ω) can be got from the photodetector PD, as illustrated in [Fig. 1](#f1){ref-type="fig"}. By demodulating I~m~(2Ω), not only the amplitude (*A*) but also the phase (*ϕ*~m~) can be obtained. After that, these two parameters are combined together to determine the micro-nano structure of the samples\' surface. At the same time, the phase information (*ϕ*~r~) from I~r~(Ω) is used to compensate the *ϕ*~m~ to achieve high accuracy in phase measurement, and thereby results in the high axial accuracy with nanometer resolution.

Resolution tests for laser confocal feedback system
---------------------------------------------------

The resolution of the laser confocal feedback system is a key parameter to judge the performance of the tested samples. For confocal system, it contains two indexes as vertical and lateral resolutions. The similar method with the traditional confocal system is adopted here to test the resolution for laser confocal feedback system.

The vertical resolution can be evaluated by scanning the defocus response curve and measuring its full width at half maximum (FWHM). In this experiment, a glass is adopted as the sample, whose axial position indicates the defocus of its surface, as illustrated in [Fig. 2(a)](#f2){ref-type="fig"}. The pinholes with different diameters of 10 μm, 20 μm, 50 μm, 100 μm are used to observe its influence on defocus response curve. In [Fig. 2(a)](#f2){ref-type="fig"}, the FWHM of defocus response curve is about 13 μm. It presents a surprising same value for different diameters of pinhole, which should change with the diameter of the pinhole in traditional confocal system. It is caused by the laser confocal feedback, in which the feedback light should return back to laser resonator to modulate laser intensity. From this point of view, in laser confocal feedback system, the microchip Nd:YAG laser is not only the light source but also the coherent detector who captures and amplifies the feedback signals. Consequently, the laser\'s beam waist with diameter of about 200 μm served as virtual pinholes for both the light source and detector. It is essentially different from the case in traditional confocal system. Thus, theoretically, there is no need to place a pinhole in [Fig. 1](#f1){ref-type="fig"}. In actual practice, a pinhole is still used to filter the scattered light from defocus plane especially in the imaging of strongly scattered or diffused medium.

The theoretical lateral resolution of the system can be given by Δx = 0.61λ/NA. It is calculated as 1.1 μm by substituting the parameters above. To determine the practical lateral resolution of the system, we test it by using a standard grating (made by MikroMasch corporation, the period is 3 μm, and the step height is 493 nm). The step profile can be clearly distinguished as shown in [Fig. 2(b)](#f2){ref-type="fig"}, and then the lateral resolution can be obtained to about 1 μm by the image analysis of the step.

Defocus response curves for different material surfaces
-------------------------------------------------------

Several types of material surfaces, such as rough aluminum, glass, and yogurt, are used as the sample to test the capability of the laser confocal feedback system. All the interfaces between the sample and the air are clearly detected as shown in [Fig. 3](#f3){ref-type="fig"}, which definitely indicates that the system fits for the measurement of all types of material surface, e.g. weak reflective one, or highly scattered one.

Vertical-sectional imaging for MEMS devices
-------------------------------------------

A microfluidic device made of polydimethylsiloxane (PDMS, a kind of high molecular organic silicon compound and widely used in the microfluidic device) is measured by laser confocal feedback system. It is a single layer bonding device, in which there is a fluid channel obtained by soft lithography. The specific structure is illustrated in [Fig. 4(a)](#f4){ref-type="fig"}. In the experiment, a longitudinal sectional view in the channel is selected, with a vertical scan depth of 3 mm and a horizontal scanning range of 4 mm. The result obtained is shown in [Fig. 4(b)](#f4){ref-type="fig"}. The vertical-sectional image of the sample clearly reflects its structure, from which the height of the fluid passage can be measured as 75 μm.

Inspecting foreign body in biological sample
--------------------------------------------

To fully demonstrate the high sensitivity of the microchip laser to weak diffused feedback signals, a biological sample (onion) with a pin inserted parallel to the X-Y plane is scanned to get its cross-sectional image.

Firstly, we scan the onion sample in the Z-Y plane to get its vertical-sectional image to determine the longitudinal position of the pin in the onion. It is found the pin locates 0.5 mm beneath the onion surface. Then, the probing laser beam is focused on the plane located 0.5 mm below the onion\'s surface. The two-dimensional stage is moved point by point in the X-Y plane to get the cross-sectional image of the pin in the onion.

The result is displayed in [Fig. 5](#f5){ref-type="fig"}. The section of the pin\'s tip immerged into the onion is selected to obtain its 2D cross-sectional image in the X-Y plane. As illustrated in [Fig. 5](#f5){ref-type="fig"}, the tapered cross-sectional image denoted by the double dot dash lines clearly indicates the profile of the pin\'s tip. What\'s more, it is also found that the pin with immerged length of about 1 mm locates at y = 2.8 mm paralleling to the X-axis. Thus, the position of the pins in the onions can be confirmed as followed: the pin locates 0.5 mm beneath the surface of the onion and at y = 2.8 mm parallel to X-axis. Another experiment not displayed here shows the penetration depth in the onion can reach 2.5 mm.

Nano-step height measurement
----------------------------

A glass-substrate grating is tested by laser confocal feedback system. Different from the two tests above, both the amplitude (*A*) and phase (*ϕ*~m~) information of the laser intensity modulation I~m~(2Ω) are utilized to determine respectively the integral and fractional number of the half laser wavelengths contained in the height variation of the grating surface.

In nano-step height measurement, the laser confocal feedback system combines coarse-resolution measurement using the intensity modulation amplitude and fine-resolution measurement using the phase information to realize the non-ambiguous high-resolution profile measurement of micro-nano structure within about ten microns range. When measuring the height difference *Δh* of two lateral positions (e.g. steps) on the sample surface, it obtains the integral number *n* of λ/2 contained in *Δh* based on the amplitude (A) variation of laser intensity, and the fractional number *s* of λ/2 using the phase measurement. Finally the height difference is computed as followed, where is a calibrated coefficient to take into consideration the influence of the high NA of the objective, whose value is carefully calibrated to be 0.93.

Firstly, the defocus response curve is vertically scanned as shown in [Fig. 6(a)](#f6){ref-type="fig"}, where the working linear slope region is indicated by dashed ellipse. Its corresponding variation of axial position is about 10 μm. During the test, the defocus amount (*z*) of the sample is located in this region, whose linear slope can be used to analyze the integral number of the half laser wavelengths. According to [Fig. 6(a)](#f6){ref-type="fig"}, the half-wavelength defocus variation (*z*) corresponds to the amplitude (*A*) variation of 0.2 V in the laser intensity.

Then, a lateral line-scan is carried out on the grating surface, with the phase and amplitude of the laser intensity modulation I~m~(2Ω) demodulated simultaneously, shown in [Fig. 6(b)](#f6){ref-type="fig"}. Due to the mount adjustment limitation of the current setup, the grating surface is not strictly normal to the probing laser beam, resulting in the slopes in [Fig. 6(b)](#f6){ref-type="fig"}. Because the measured glass-substrate grating is an obsolete testing sample from a grating etch department, not a well fabricated one, the results obtained in [Fig. 6 (b)](#f6){ref-type="fig"} are not so good as that in [Fig. 2(b)](#f2){ref-type="fig"}. Nevertheless, the upper and lower planes of the steps etched on the glass substrate can still be clearly distinguished, and be gained by least-square linear fitting as shown in [Fig. 6(b)](#f6){ref-type="fig"}. As shown in [Fig. 6(b)](#f6){ref-type="fig"}, the upper and lower planes of the steps are denoted by the two parallel lines in both amplitude and phase curve. Thus, the amplitude (*A*) variation represented by the spacing between these two lines is slightly greater than 0.2 V, revealing that the steps\' height contains one half wavelength (i.e., the integral number is one). With the same process, the height represented by the phase (*ϕ*~f~ = *ϕ*~m~ − *ϕ*~r~) variation is measured to be 110 nm. At last, the step height is calculated to be 597 nm by using the [Eq. (1)](#m1){ref-type="disp-formula"}. The same step height is measured by AFM and the result is 590 nm, which agrees well with our result. Therefore, the measurement proves the capability of laser confocal feedback system to conduct high-resolution profile measurement within a range of about ten microns.

In this part of experiments, to remove the environmental disturbance, a reference mirror M~r~ in [Fig. 1](#f1){ref-type="fig"} is used to generate laser intensity modulation I~r~(Ω), from which the environmental disturbance (represented by *ϕ*~r~) can be recovered to compensate the phase information (*ϕ*~m~) of the measurement beam. Based on this multiplexing principle[@b12], the compensated phase measurement stability (*ϕ*~f~ = *ϕ*~m~ − *ϕ*~r~) for determining the fractional number *s* of λ/2 can be largely improved to nanometer scale in common environments, which promises the high accuracy for this approach in nano-step height measurement of mirco-nano structure.

To accurately obtain the amplitude (*A*) and phase (*ϕ*~m~) variation of laser intensity modulation, we use a lock-in amplifier (Zurich Instruments, HF2LI) to realize heterodyne measurement of these parameters. The accuracy of phase measurement is about 0.1°, which corresponds to the resolution of 0.3 nm height variation. Taking the environment into account, and with the compensation of the reference arm, the effective resolution is about 2 nm in the step height measurement of glass-substrate grating.

Discussion
==========

For an ideal confocal system with infinitesimal point detector and pinhole, the detected intensity can be written as[@b13] where *z* is the de-focus of the sample surface, sinα is the NA of the objective, λ is the laser wavelength, *u* is the normalized defocus of the sample surface. According to [Eqs.(2)](#m2){ref-type="disp-formula"} and [(3)](#m3){ref-type="disp-formula"}, when the normalized defocus *u* increases, the detected laser intensity *I* decreases sharply, which indicates good axial resolution, i.e., the ability of axial tomography.

While, for a practical confocal system with detector and pinhole of finite size, the detected intensity is[@b13] in which *K~r~* is normalized constant, the ρ, ν~2~ are normalized radial coordinates in pupil and object planes, respectively, ν~d~ is the radius of the pinhole.

It has been proven that under weak optical feedback strength, the feedback light induced laser intensity modulation ΔI can be expressed as[@b8][@b12] in which *I~s~* is the free running laser intensity, κ is the effective feedback level, G(2Ω) is the frequency dependent amplification term related to the microchip laser dynamics[@b9][@b10], *ϕ* = 4πL/λ is the phase of the feedback light, and *ϕ~s~* is a fixed phase shift.

For laser confocal feedback system, the combination of the [Eqs.(4)](#m4){ref-type="disp-formula"} and [(5)](#m5){ref-type="disp-formula"} can be expressed as It\'s obvious from [Eq. (6)](#m6){ref-type="disp-formula"} that through simultaneous demodulation of laser intensity modulation by lock-in amplifier, we can get the amplitude (*A* *=* *I*(*u*(z)) = *I*(z)) and the phase (*ϕ* = ) information.

The amplitude *A* (or *I*(*z*)) is the defocus response curve of the laser feedback confocal system, which is used to discriminate the reflective interface in the inner of the samples, such as MEMS device measurement, biological tissue inspection, etc. It utilizes the positioning ability of confocal system to achieve the tomography in the inner of samples. The system\'s vertical resolution depends on the defocus response curve. The narrower the FWHM of the curve is, the higher the resolution can be, as well as the ability of the tomography. Its typical value ranges from 1 μm to several tens of microns.

However, for surface profilometry, it is far from accurate. In the surface measurement of micro-nano structure, it should reach nanometer accuracy. Apart from the amplitude *A*, the phase information ϕ can be used to discriminate the defocus amount *z* with very high resolution at nanometer scale, i.e. the fractional number *s* of λ/2 can be accurately determined. But then the non-ambiguous range of profilometry measurement will still be λ/2, which greatly limits the applications. While the amplitude information *A* is directly related to the defocus amount *z*. The amplitude *A*(z) gradually decreases as the target surface deviates from the focus plane. As shown in [Fig. 7](#f7){ref-type="fig"}, within the slope region MN of the curve, the amplitude *A(z)* keeps an approximately linear relationship with *z*. Therefore, the absolute position of the target surface can be determined within this region based on *A* measurement. Although it is hard for us to get the z with high resolution by measurement of *A*, it\'s easy to discriminate *z* variation of λ/2 based on the *A* information, i.e., we can judge the integral number *n* of λ/2 by amplitude *A* measurement. Finally, through the combination of the amplitude *A* and phase *ϕ* measurement (also seen [Eq. 1](#m1){ref-type="disp-formula"}), the surface profilometry measurement of nanometer resolution and a range of about ten microns can be achieved.

Another advantage of this approach is the high sensitivity to the weak signal scattered or diffused by the samples. Comparing the [Eq. (6)](#m6){ref-type="disp-formula"} with [Eq. (2)](#m2){ref-type="disp-formula"}, an extra gain factor G(2Ω) is induced by the laser feedback, whose value ranges from 10^4^ to 10^6^. In traditional laser confocal system, the detectable intensity signal decreases sharply with the increase of the penetration depth, which limits its imaging depth. Benefiting from this large gain factor as large as 10^4^ to 10^6^, the undetectable intensity signals for traditional confocal system will be easily sensed in this approach. Consequently, it promises the application in the imaging of highly scattered or diffused medium, such as biological tissue, MEMS devices, and also in contact-free surface profilometry for low reflective samples, such as glass-substrate grating (no coating).

In conclusion, the laser confocal feedback technology is realized by the combination of laser frequency shifted feedback and confocal microscopy. This approach thus has the advantages of various technologies, including high sensitivity of microchip laser feedback, the tomography and absolute positioning ability of the confocal microscopy, and the high-resolution and stability of heterodyne phase measurement. The MEMS device and biological samples containing pin inserted are scanned to obtain their cross-sectional images, which proves its ability of tomography and high sensitivity in the imaging of highly scattered medium. The accurate measurement of micro features on glass-substrate grating presents its high resolution and absolute positioning in a non-ambiguous range of about ten microns.

Methods
=======

Optical frequency shifted feedback
----------------------------------

A pair of acousto-optic modulators (the driving frequencies are 70 MHz and 70 ± Ω MHz, respectively) is used in this approach, whose different diffraction beams are utilized to generate the probing feedback beam with frequency shifting 2Ω and reference feedback beam with frequency shifting Ω, respectively. The typical value of 2Ω is selected to be approximately 1 MHz, which is close to the relaxation oscillation frequency (1.2 MHz) of the laser. Thus, the gain factor G(2Ω) is obtained to be as large as 10^5^. By this amplification, it is easy for this approach to detect the extremely weak signals scattered or diffused by the sample, and thereby to get a large penetration depth in samples. Furthermore, the probing and reference feedback beams induce the intensity modulation at 2Ω-frequency and Ω-frequency, respectively. By demodulating these modulation signals, we obtain the phase variation of these beams, which respectively represents the surface information of the sample and environmental disturbance. The subtraction between these two phase variations accurately reflects the micro-nano structure of the sample surface with high resolution at nanometer scale.

Laser confocal feedback
-----------------------

The laser confocal microscopy is induced to achieve the ability of tomography. Together with the laser feedback, it generates the approach of laser confocal feedback, in which the beam waist of the laser serves as virtual pinholes for both the point light source and the point detector. And thereby the microchip Nd:YAG laser is used as the corresponding point light source and point detector.

Combination of the integral and fractional numbers of half laser wavelength
---------------------------------------------------------------------------

In the measurement of surface profilometry, the amplitude (A) and phase information (ϕ) obtained from the lock-in amplifier are used to respectively determine the integral and fractional number of the half laser wavelengths contained in the height variation of the sample surface. The combination of them achieves accurate measurement of the surface profilometry with high resolution in a non-ambiguous range of about ten microns.

Data acquisition and analysis
-----------------------------

The data were acquired with an acquisition card from National Instruments Inc. (NI, USA). The Labview software program developed by NI was used to analyse the data.
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![Schematic of experimental setup.\
ML: microchip solid-state Nd:YAG laser; BS~1--3~: beam splitter; L~1--3~: lens; PH: pinhole; AOM~1,2~: acousto-optic modulators; RF~1,2~: rf signal generators; Mr: reference mirror; BE, beam expander; PD: photoreceiver; Lock-in~1--3~: Lock-in amplifier; OB, objective; SA, sample; ST: two dimensional movement stage; PC: computer.](srep02971-f1){#f1}

![Resolution test of the laser confocal feedback system.\
(a) defocus response curve of laser intensity; (b) standard grating test.](srep02971-f2){#f2}

![De-focus response curve of laser intensity with different types of surfaces, (a) aluminum; (b) glass; (c) yogurt.\
Vertical axis: Amplitude *A* (200 mV/div); Horizontal axis: axial position *z* (18 μm/div).](srep02971-f3){#f3}

![Measurement of the microfluidic device.\
(a) Microfluidic channel sample; (b) sectional scaning image of Microfluidic channel.](srep02971-f4){#f4}

![Cross-sectional imaging of the pin\'s tip in the onion.](srep02971-f5){#f5}

![Height measurement of the steps etched on glass-substrate grating by laser confocal feedback system.\
(a) defocus response curve of laser intensity (b) Results of one roundtrip line scanning across the sample surface.](srep02971-f6){#f6}

![Simulation of the defocus response curve of the laser intensity.](srep02971-f7){#f7}
